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SP-2200 LG MBM64177102

PV Monitor Signage (1406-REV00)

:LGEAK   :LGEKR   :LGERS   

:LGEAZ   :LGEMA  :LGESY   

:LGEEG   :LGEMX   :LGETH   

2. Printing Specification
1. Trim size (Format)

: • Unfolded size    210 mm x 148 mm

Not Folded

:5. Bindery                    One sheet (Not Folded)

:6. Language                 KOR / ENG (2)

:7. Number of pages     1

:2. Printing colors          1 Color (Black)

:3. Stock (Paper)           Uncoated, wood-free paper 80 g/㎡

:4. Printing method        Off set

1. Model Description
:Model name                 :Brand name                 :Part number                 

:2nd, 3rd Suffix             :Product name              (Revision number)

Printing specification
Checked

Seounggeun.Kim

Jun/25/2014
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“This part contains Eco-hazardous substances (Pb, Cd, Hg, Cr6+, PBB, PBDE, etc.) within LG standard level,

Details should be followed Eco-SCM management standard[LG(56)-A-2524].

Especially, Part should be followed and controlled the following specification.

(1) Eco-hazardous substances test report should be submitted when Part certification test and First Mass Production.

(2) Especially, Don’t use or contain lead(Pb) and cadmium(Cd) in ink.

Printed in Egypt Printed in Mexico Printed in Thailand

3. Origin Notification
Printed in Kazakhstan Printed in Korea Printed in Mexico

Printed in Brazil Printed in Poland Printed in China

:LGEIL     :LGEND   :LGEVN   

:LGEIN    :LGERA   :LGEWR  

:LGEAS   

Printed in India Printed in China Printed in Vietnam

4. Changes

Printed in Indonesia Printed in Russia Printed in Poland

Printed in Algeria
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Front Back

P/no.

:Total pages              1 pages
Pagination sheet

:Part number             MBM64177102

(Revision number) (1406-REV00)



After taking out accessories from the box, please refer to the User Manual for the appropriate model to connect to.

부속품을 박스에서 꺼낸 후 해당 모델 사용자 매뉴얼을 참조하여 연결해 주세요.

P/NO.MBM64177102 (1406-REV00)       Printed in Korea

Attaching Speaker / 스피커를 연결하려면 

Speaker (2EA)

스피커 (2개) Screw (12 EA) 
 - Diameter 4.0 mm X Pitch 0.7 mm X Length 8 mm
   (Included Spring Washer), 6 EA
 - Diameter 4.0 mm X Pitch 1.6 mm X Length 10 mm, 6EA

나사 (12개) 
 - 직경 4.0 mm X 피치 0.7 mm X 길이 8 mm (스프링 와셔 포함), 6개
 - 직경 4.0 mm X 피치 1.6 mm X 길이 10 mm, 6개

First, check if the following parts are all present. / 먼저 그림과 같이 부속품을 확인하세요.Parts / 부속품

SP-2200

Cable Holder (2EA) / Cable Tie (2EA)

케이블 홀더 (2개) / 케이블 타이 (2개)

*MBM64177102*
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